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NOTE:

. Dimensions not labeled are in millimeters.

2. See Standard M6I7-60, SBTA and SBTB for
timber, structural steel, and hardware detdails.

3. On the Type A, blocked—out guardrall,
Include the blocks In the terminal section,
except on the concrete anchor. For the
Type B, non-blocked-out guardrail, no
blocks are included.

Begin the cut flares at the nearest
post to a transition point between
flll and cut as dlrected by the CO.

4

5. Extend the flare Into the cut until a
minimum 300 mm cover Is obtained
over the guardrail end.

6. Furnish hardware in the metric sizes shown.

Equivalent imperial sizes may be used when

metric sizes are not available.

Concrete anchor

See Detail A

ELEVATION

APPROACH & DEPARTURE FLARE WITH
BACK SLOPE ANCHOR TERMINAL (BAT)

MST6I1762.0GN

GUARDRAIL FLARE RATE TABLE
Ground line Deslgn Speed |Shy line of fset Flare rate Flare rate
(km/h) (m) Inside shy line (a:b) | outside shy line (a:b}
600 100 2.5 26:1 13:1
80 2.0 2l sl
| 60 L5 17:0 8:l
,,,,,, T R g{ 50 or less 1.0 13/ 7l
P — M20 x 525 mm 225
i bolt with hex nut R
220 and washer (typ.) Ml
22 mm dia. Y b o
holes (typ.) —/| — Steel bearing plate 8 SI
12 mm thickness Q
2 /ﬁ o U.5. DEPARTMENT OF TRANSPORTATION
L) FEDERAL HIGHWAY ADMNISTRATION
22 mm dia FEDERAL LANDS HIGHWAY OFFICE
hole (Fyp.) 7575 METRIC STANDARD
675
STEEL-BACKED TIMBER GUARDRAIL
| DETAIL A SECTION A-A STEEL BEARING PLATE TERMINAL SECTION, TYPE SBT-BAT
CONCRETE ANCHOR NO SCALE STANDATD APPROVED FoR USE 0395 STANDARD
$$35$0GNSPECS$$38 $333$SYTIMES$588 T Mei7-62




